
Preamble
Destination 

Address
78 29 23 92 0B BC

Source Address
4C BB 2B 87 8C D6

Type
0800

Data
Frame 
Check 

Sequence

S
F
D

7 Bytes 6 Bytes 6 Bytes 2 Bytes 46 -  1500 Bytes 4 Bytes

Version 
4

4 bits

Header 
Length
4 bits

Service Type
8 bits

Total Length
16 bits

Identification
16 bits

Flags
4 bits

TTL
8 bits

Protocol
TCP 06
8 bits

Header Checksum
32 bits

Source IP Address
32 bits

68.2.214.13

Destination IP Address
32 bits

172.217.11.174

Options (if any)
0 – 40 Bytes

Bits
01010100 01101000 01101001 01110011 00100000 01101001 01110011 00100000 01000101 01110100 01101000 01100101 01110010 01101110 01100101 01110100 00100000 01000110 01110010 01100001 01101101 01100101 00100000 01100100 01100001 

01110100 01100001 00100000 01101001 01101110 00100000 01100010 01101001 01110100 01110011

Fragment Offset
12 bits

Padding

Segment
20 – 65,535 Bytes

Source Port 16 bits
50000

Destination Port 16 bits
443

Sequence number 32 bits

Acknowledgment Number 32 bits

Checksum 16 bits Urgent 16 bits

Data
(0 – 65,515 bytes)

Header 
Length 4 

bits
Empty 6 bits Control Flags 6 bits Window 16 bits

Options (0 – 16 bits) Padding

Data Data
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